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REFRIGERATION WATER RECIRCULATION UNIT

Tender Specifications
Anodized aluminum frame and panels made of painted steel.

The unit includes wheels to facilitate its mobility.

Diagram in the front panel with distribution of the elements similar to the real one.

Reversible heat pump:

    Consumed power: 1.1 kW.

    Heat capacity: 5.5 kW.

    Electronic defrost management for operation up to -2 °C. Defrost mode: cycle inversion.

    COP higher than 4.3.

    Rotary compressor.

    Fan:

        Power: 50 W.

        Rotational speed: 770 rpm.

    Reduced noise level, thanks to its silent compressor.

    Exchanger made of titanium. 

    PVC resistant and compatible with every type of treatment, since it resists both a long exposure to chlorine and to the salt required for the electrolyzers.

    Double-pass system to optimize the heat transfer.

    Electronic, ergonomic and discreet control panel to display and adjust the operation parameters of the heat pump easily. Set point temperature setting.

    Refrigerant: R410A.

Water tank capacity: 140  l approx.

Level sensor in the tank that prevents the unit from working with a too low water level.

Centrifugal pump: 0.37 Kw; 30 – 80  l/min to 20.1 – 12.8 m.

Flow control valve.

Drain valves to drain and clean the water tank.

Quick release fittings.

Cables and Accessories, for normal operation.

Manuals: This unit is supplied with the following manuals: Required Services, Assembly and Installation, Starting-up, Safety, Maintenance & Practices Manuals.

Dimensions: 1100 x 750 x 1100 mm approx. (43.30 x 29.52 x 43.30 inches approx.)  Weight: 75 Kg approx. (165 pounds approx.)
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